
PREFLIGHT CHECKLIST START UP & RUN-UP CHECKLIST
N92299  CESSNA 182 N92299  CESSNA 182

PREFLIGHT BEFORE STARTING ENGINE BEFORE TAKEOFF (RUN-UP)

ENGINE START

PRE-TAXI

Preflight Continued

Continued at top

CABIN

LEFT WING
EMPENNAGE

RIGHT WING TRAILING EDGE

LEFT WING TRAILING EDGE

7. Fuel Filler Cap - 
1. Documents - 8. Fuel Vent - 

3. Pilot's Operating Handbook - 
4. Airplane Weight and Balance - 1. Right Static Source Opening - 

2. Fuel Striner Valve - 
6. Control Wheel Lock - 3. Engine Oil Dipstrick/Filler Cap - 
7. Ignition Switch - 
8. Master Switch - 4. Engine Cooling Air Inlets - 

9. Mater Switch - 5. Propeller and Spinner - 
10. Fuel Quantity Indicators - 
11. Alternate Static Pressure - 7. Air Filter - 
12. Fuel Selector Valve - 8. Nose Wheel Strut and Tire - 
13. Flaps - 6. Fuel Quantity - 
14. Pitot Heat - 7. Fuel Filler Cap - 

8. Fuel Vent - 
16. Land/Taxi/Beacon Lights - 
17. Master Switch - 

1. Fuel Quantity - 
1. Rudder/Gust Lock - 2. Fuel Filler Cap - 

3. Control Surfaces - 

4. Trim Tab - 4. Main Wheel Tire - 
5. Antennas - 

2. Stall Warning Opening - 
2. Flap - 3. Wing Tie-Down - 

5. Wing Tip - 
1. Wing Tip - 

2.  Leading Edge - 

4. Main Wheel Tire - 

6. Fuel Quantity - 

SECURE
CHECK ON BOARD CHECK FOR STOPPAGE

ON BOARD
CHECKED CHECK

DRAIN
REMOVE

OFF
ON CLEAR

ON CHECK
CHECK QTY.
OFF CHECK

BOTH CHECK
EXTEND CHECK VISUALLY

ON/CHECK SECURE
CHECK FOR STOPPAGE

CHECK
OFF

CHECK VISUALLY
REMOVE SECURE and

CHECK

CHECK SECURITY CHECK
CHECK FOR CONDITION

CHECK
CHECK DISCONNECT

CHECK CONDITION
CHECK CONDITION

CHECK CONDITION

CHECK

CHECK VISUALLY

1. Preflight Inspection - 1. Parking Brake - 
2. Passenger Briefing - 2. Cowl Flaps - 

2. Pitot Tube Cover - 3. Seats, Belts, Harnesses - 3. Flight Insturments - 

4. Fuel Selector Valve - 4. Flight Insturments - 
5. Brakes - 5. Fuel Quantity - 

5. Parking Brake - 6. Circuit Breakers - 6. fuel Selector Valve - 
7. Cowl Flaps - 7. Mixture - 
8. Alt. Static Source - 8. Elevator / Rudder Trim - 

9. Throttle - 

a. Magnetos - 
6. Alternator Belt - 1. Mixture - 

2. Propeller - 
3. Carburetor Heat - b. Carb Heat - 
4. Propeller Area - c. Propeller - 
5. Prime - d. Engine Instruments - 

15. Pitot Heat - 6. Throttle - e. Ammeter - 
9. Left Static Source Opening - 7. Master Switch - f. Suction Gauge - 

8. Ignition Switch - 10. Throttle - 

9. Oil Pressure - 11. Comm./Nav Radios - 

10. Beacon, Nav Lights - 12. Thrtotle Friction Lock - 
11. Flaps - 13. Wing Flaps - 

2. Tail Tie-Down - 12. Transponder - 14. Cabin Doors/Windows - 
3. Fuel Tank Quick Drain Valve - 15. Pitot Heat - 

16. Takeoff Briefing - 

1. ATIS - 

2. Taxi Clearnace - 

1. Fuel Tank Quick Drain Valve - 3. Brakes - 

1. Aileron - 

4. Leading Edge - 

3. Wing Tie-Down - 1. Aileron - 
2. Flap - 

5. Fuel Tank Quick Drain Valve - 

COMPLETE SET
S.A.F.E.T.Y. OPEN

REMOVE ADJUST CHECK & SET
BOTH CHECK & SET

TEST and SET CHECKED
SET CHECKED IN BOTH

OPEN RICH
CHECK LEVEL and SECURITY CHECKED IN SET TAKEOFF

1700 RPM

CHECK MAX DROP
CHECK RICH

HIGH RPM
COLD CHECK

CLEAR CYCLE
AS REQUIRED CHECK

OFF OPEN 1/2 INCH CHECK
CHECK ON 4.6 to 5.4

START 1000 RPM (or less)
CHECK SET FOR DEP.

ON (if required) ADJUST
UP SET FOR TAKEOFF

DISCONNECT VENT UNOBSTRUCTED STANDBY (1200) LOCKED
DRAIN AS REQUIRED

COMPLETE
COPIED

RECEIVED (if required)
DRAIN TESTED

CHECK

CHECK CONDITION

DISCONNECT CHECK
CHECK

DRAIN

NOSE

LEFT WING LEADING EDGE

RIGHT WING

     max drop 150 RPM
     max variance 50 RPM



TAKEOFF & CLIMB CHECKLIST LANDING & AFTER LANDING CHECKLIST
N92299  CESSNA 182 N92299  CESSNA 182

CROSSING THE RWY HOLD LINE DESCENT AFTER LANDING

TAKEOFF (NORMAL)

BEFORE LANDING SHUTDOWN / SECURING AIRPLANE

TAKEOFF (SHORT FIELD)

LANDING (NORMAL)

AFTER TAKEOFF / CLIMB KCHD FREQUENCIES LANDING (SHORT FIELD)

GO AROUND / BALKED LANDING

CRUISE

HOLDING PROCEDURES

IFR APPROACH CHECKLIST

WHEN CLEARED FOR APPROACH

1. Landing Lights - ON THROTTLE BACK TO HOLD SPEED

TIME OUTBOUND LEG
TALK TO ATC
TWIST OBS TO INBOUND COURSE

ATIS - VERIFY
INSERT/LOAD APPROACH DATA
TUNE/IDENTIFY NAV RADIOS
BRIEF APPRAOCH PLATE AND MISSED APP.

SLOW TO APPROACH SPEED (100 MPH)
ACTIVATE APPROACH IN GPS

VERIFY PROCEDURE TURN
DESCEND TO FINAL APPRAOCH ALT.
CONFIGURE AIRCRAFT PRIOR TO FAF
COMPLETE LANDING CHECKLIST

1. Mixture - 1. Flaps - 

2. Transponder - 2. Throttle - 2. Carburetor Heat -  
3. Brakes - 3. Carburetor Heat -  3. Transponder - 
4. Time - 4. Cowl Flaps - 4. Landing Lights - 

5. ATIS - 5. Cowl Flaps - 
6. Radios - 5. Pitot Heat - 

1. Flaps - 

2. Carburetor Heat - 
3. Throttle - 1. Seat, Belts, Harnesses - 1. Brakes - 
4. Rotate - 2. Fuel Selector Valve - 2. Avionics Master Switch - 
5. Climb Speed - 3. Cowl Flaps - 3. Electrical Equipment - 

4. Mixture - 4. Mixture - 

5. Propeller - 5. Ignition Switch - 
1. Flaps - 6. Carburetor Heat - 6. Master Switch - 
2. Carburetor Heat - 7. Control Lock - 

3. Brakes - 8. Tie Downs - 
4. Throttle - 1. Airspeed - 9. Postflight Inspection - 
5. Mixture - 2. Flaps - 10. 
7. Climb Speed - 3. Airspeed - 

1. Airpseed - ATIS - 1. Airspeed - 
2. Throttle - GROUND - 2. Flaps - 
3. Propeller - TOWER - RWY 4L & 22R - 3. Airspeed - 
4. Fuel Selector - 4. Throttle - 
5. Mixture - TOWER - RWY 4R & 22L - 5. Brakes - 
6. Landing Lights - 6. Cowl Flaps - 
7. Cowl Flaps - PRACTICE AREA - 

8. Engine Instruments - 

1. Throttle - 

2. Carburetor Heat - 
1. Throttle - 3. Flaps - 
2. Propeller - 4. Climb Speed - 
3. Rudder / Elevator Trip - 5. Flaps - 

4. Mixture - 
5. Cowl Flaps - 

ADJUST UP
ON AS DESIRED COLD

RELEASED AS REQUIRED STANDBY
NOTE CLOSED OFF

VERIFY CLOSED
TURNED FOR ARRIVAL OFF

UP

COLD
2600 RPM ADJUST HOLD

60 RPM BOTH OFF
90 MPH CLOSED OFF

RICH IDLE CUTOFF

HIGH RPM OFF (Key Out)
20 DEG. ON OFF

COLD INSTALL

HOLD SECURE
2600 RPM 80-90 MPH (Flaps Up) COMPLETE
RICH (Lean Above 3000') AS DESIRED CLOSE FLIGHT PLAN

60 MPH (until obsc. clear) 70-80 MPH (Flaps Down)

100-110 MPH 128.325 70-80 MPH (Flaps Up)
23 IN. 124.4 40 DEG. (< 100 MPH)

2450 RPM 126.1 70 MPH
BOTH REDUCE

RICH (Lean Above 3000') 133.1 APPLY HEAVILY
AS REQUIRED OPEN

OPEN 122.85

CHECK

FULL OPEN (2600 RPM)

COLD
15-23 IN. 20 DEG.

2200-2450 RPM 80 MPH
ADJUST UP (Slowly)

LEAN
AS REQUIRED

TURN TO OUTBOUND COURSE

(arriving from N or W)

(arriving from S or E)

V SPEEDS
Vg (best glide)  80 MPH
NORMAL APPROACH  70-80 MPH
SHORT APPROACH  70 MPH
Vx  60 MPH (FLAPS 20)
Vy -  89 MPH
Va  126 MPH



EMERGENCY CHECKLIST EMERGENCY (FIRES) CHECKLIST
N92299  CESSNA 182 N92299  CESSNA 182

ENGINE FAILURE ON TAKEOFF RUN PRECAUTIONARY LANDING FIRE DURING START ON GROUND CABIN FIRE
WITH POWER

WING FIRE

ENGINE FAILURE IMMEDIATELY 
AFTER TAKEOFF

ROUGH RUNNING ENGINE

ENGINE FIRE IN FLIGHT

ENGINE FAILURE IN FLIGHT

INSUFFICIENT RATE OF CHARGE

ELECTRICAL FIRE IN FLIGHT

EXCESSIVE RATE OF CHARGE

FORCED LANDING WITHOUT POWER

1. Throttle - 1. Cranking - 1. Master Switch - 
2. Brakes - 1. Flaps - 2. Throttle ~ 2. Vents / Cabin Air / Heat - 
3. Flaps - 2. Airspeed - 3. Engine - 3. Fire Extinguisher - 
4. Mixture - 3. Select Field - 4. 

5. Ignition Switch - 4. Radios - 4. Throttle - 

6. Master Switch - 5. Flaps - 5. Mixture - 
6. Airspeed - 6. Cranking - 1. Nav Lights - 

7.. Ignition Switch - 7. Fire Extinguisher - 2. Pitot Heat - 

8.. Master Switch - 8. Engine - 3. Strobe Lights - 
1. Airpseed - 9. Doors - a. Master Switch - 4. 

10. Touchdown - b. Ignition Switch - 
2. Mixture - 11. Brakes - c. Fuel Selector Valve - 
3. Fuel Selector Valve - 9. Fire - 

4. Ignition Switch - 10. Fire Damage - 

5. Flaps - 1. Carburetor Heat - 

6. Master Switch - 2. Mixture - 
3. Ignition Switch - 1. Mixture - 

4. 2. Fuel Selector Valve - 
1. Airspeed - 3. Master Switch - 

2. Carburetor Heat - 4. Cabin Air / Heat - 
3. Fuel Selector Valve - 1. Master Switch - 5. Airspeed - 
4. Mixture - 6. Forced Landing - 

5. Igition Switch - 2. Unnecessary Electrical Equipment - 

6. Primer - 3. 

7. Transmit - 1. Master Switch - 

8. Squawk - 2. Radios - 
9. 1. Master Switch - 3. Electrical Equipment - 

4. Vents / Cabin Air / Heat - 

2. Unnecessary Electrical Equipment - 5. Fire Extingisher - 
1. Airspeed - 3. Master Switch - 
2. Mixture - 4. 6. Master Switch - 
3. Fuel Selector Valve - 7. Circuit Breakers - 
4. Igition Switch - 8. Radio Switches - 
5. Flaps - 9. Radio / Electrical Equipment - 
6. Master Switch - 10. Vents / Cabin Air / Heat - 
7. Doors - 11. 

8.Touchdown - 
9. Brakes - 

IDLE CONTINUE IF ENG. STARTS OFF
APPLY 20 DEG. 1700 RPM (2 Min.) CLOSED

UP 75 MPH SHUTDOWN IF NO START ACTIVATE
IDLE CUTOFF FLY OVER Fails to Start: LAND AS SOON AS PRACTICAL

OFF OFF (on downwind) FULL OPEN
OFF 40 DEG. IDLE CUTOFF

75 MPH CONTINUE OFF

OFF OBTAIN OFF

OFF SECURE OFF
80 MPH (Flaps Up) UNLATCHED OFF LAND AS SOON AS PRACTICAL

                     70 MPH (Flaps Down) SLIGHTLY TAIL LOW OFF
IDLE CUTOFF APPLY HEAVILY OFF

OFF EXTINGUISH

OFF INSPECT
AS REQUIRED ON

OFF LEAN or ENRICHEN
CHECK (left, right, both) IDLE CUTOFF

LAND AS SOON AS PRACTICAL OFF
80 MPH OFF

ON OFF
ON CYLCE OFF and ON 100 MPH

RICH If Problem Still Exists: EXECUTE
BOTH OFF

IN and LOCKED LAND AS SOON AS PRACTICAL
121.5 OFF

7700 OFF
Select Landing Site CYLCE OFF and ON OFF

If Problem Still Exists: CLOSED

OFF ACTIVATE
80 MPH (Flaps Up) ALT. SIDE OFF IF FIRE EXTINGUISHED:

IDLE CUTOFF LAND AS SOON AS PRACTICAL ON
OFF CHECK IN (No Reset)

OFF OFF
AS REQUIRED ON (1 each)

OFF OPEN
UNLATCHED LAND AS SOON AS PRACTICAL

SLIGHTLY TAIL LOW
APPLY HEAVILY


